
       
• Display option and accessories
• Enhance the visibility of your 

key products
• Brand update

—
Point-of-Sale Solutions
New Branch Merchandising Options



2 P O I NT- O F - S A LE S O LUTI O N S

—
Displays 
Posters 
Highlight our key products in your stores with eye-catching 
visuals. Can be used as store decor on walls, counters or 
suspended from the ceiling.

—
Horizontal posters

—
Metal boxes 
and covers

—
PRO-BLUTM 
Wire connectors

—
Snap-it® nonmetallic  
fittings

—
Teck cable  
fittings

—
Wiring duct

—
High performance 
cable ties



3D ISPL AY S

—
Vertical posters

—
Metal boxes 
and covers

—
PRO-BLUTM

Wire connectors 

—
Snap-it® nonmetallic 
fittings

—
Teck cable  
fittings

—
Wiring duct

—
High performance 
cable ties



4 P O I NT- O F - S A LE S O LUTI O N S

—
End-of-aisles



5D ISPL AY S

—
Displays
Product brand headers

Can be installed on the Quick-POP display 
or the location of your choice.

—
Par ABB



6 P O I NT- O F - S A LE S O LUTI O N S

—
Displays 
Charts

Practical guides to selecting certain product 
lines. Flexible laminate, counter mat or 
Gatorfoam posters.

—
Color-Keyed® compression and EZGround® system

•  Quick connections: eliminates  
nuts, bolts and washers

•  Reliable insulation: no more “miles” of insulating tape
•  Labour savings: fast snap-together assembly
•  Quick disconnect: no cutting through  

a melted mass of tape

WIRE SIZE
BOLT 
SIZE CAT. NO.

DIE 
CODE

COLOUR 
CODECODE FLEX

#14-10 AWG — 1/4 54901BE N/A N/A

#8 AWG 37/24 = 14.9 kcmil
#10 54929BE

21 RED
1/4 54930BE

#6 AWG 61/24 = 24.6 kcmil
#10 54904BE

24 BLUE
1/4 54905BE

 #4 AWG 91/24 = 36.7 kcmil
#10 54908BE

29 GREY
1/4 54906BE

#2-3 AWG 125/24 = 50.4 kcmil
#10 54933BE

33 BROWN
5/16 54942BE

#1 AWG 150/24 = 60.5 kcmil
#10 54945BE

37 GREEN
5/16 54947BE

1/0 AWG 225/24 = 90.8 kcmil

#10 54946BE

42 PINK
5/16 54949BE
3/8 54909BE
1/2 54950BE

2/0 AWG 275/24 = 111 kcmil
3/8 54910BE

45 BLACK
1/2 54951BE

3/0 AWG 325/24 = 131 kcmil 1/2 54965BE 50 ORANGE

4/0 AWG 3/0 Weld 
450/24 = 182 kcmil

1/4 256-30695-1252
54 PURPLE3/8 256-30695-1253

1/2 54970BE

250 kcmil 4/0 Weld 
550/24 = 222 kcmil 1/2 54913BE 62 YELLOW

300 kcmil — 1/2 54914BE 66 WHITE
350 kcmil 650/24 = 262 kcmil 1/2 54915BE 71 RED

400 kcmil 775/24 = 313 kcmil
1/2 54916BE

76 BLUE
5/8 54917BE

500 kcmil 925/24 = 373 kcmil
1/2 54918BE

87 BROWN
5/8 54919BE

600 kcmil 1100/24 = 444 kcmil
1/2 54921BE

94 GREEN
5/8 54920BE

700 kcmil 1325/24 1/2 54979BE 99 PINK

750 kcmil 1325/24 = 535 kcmil
1/2 54922BE

106 BLACK
5/8 54923BE

— 1600/24 = 646 kcmil 5/8 58984BE 106 BLACK
900 kcmil 1925/24 = 777 kcmil 5/8 58926BE 115 YELLOW

1000 kcmil —
5/8 54928BE

125 N/A
7/8 256-30695-918

Warranty Applies:  Refer to www.tnb.ca for full warranty terms.

 
Material:  High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

•  Narrow-width tongue and barrel, engineered for  
dimensional consistency the entire length of the lug

• Perfect for connections in limited space applications
• High-conductivity copper alloy construction

Electro-tin-plated finish  
resists corrosion
•  Colour marking system makes  

connections and verification easy
•  Chamfered barrel eases insertion of wire

WIRE SIZE BOLT 
SIZE CAT. NO.

DIE  
CODE

COLOUR 
CODECODE FLEX

One-Hole Narrow-Tongue Lugs
3/0 AWG 325/24 1/4 54162NT 50 ORANGE

4/0 AWG 450/24 1/4 54167NT 54 PURPLE

250 kcmil — 1/4 54172NT 62 YELLOW

300 kcmil — 1/4 54178NT04 66 WHITE

350 kcmil — 1/2 54115NT 71 RED

350 kcmil — 3/8 54115NT06 71 RED

500 kcmil — 1/2 54118NT 87 BROWN

750 kcmil — 1/2 54123NT08 106 BLACK

750 kcmil — 5/8 54123NT 106 BLACK

750 kcmil 1325/24 = 535 kcmil 3/8 54879NT 106 BLACK

900 kcmil 1925/24 = 777 kcmil 3/8 58825NT 115 YELLOW

900 kcmil 1925/24 = 777 kcmil 1/2 58825NT0828 115 YELLOW

Two-Hole Narrow-Tongue Lugs
#4 AWG 91/24 #10 54206NT0310 29 GREY
#2-3 AWG 125/24 1/4 54207NT 33 BROWN
#2-3 AWG 125/24 1/4 54207NT0412 33 BROWN
#2-3 AWG 125/24 1/4 54207NT0416 33 BROWN
#1 AWG 150, 175/24 1/4 54208NT 37 GREEN
#1 AWG 150, 175/24 5/16 54208NT0516 37 GREEN
1/0 AWG 225/24 5/16 54255NT 42 PINK
2/0 AWG 275/24 5/16 54261NT 45 BLACK
2/0 AWG 275/24 3/8 54210NT 45 BLACK
3/0 AWG 325/24 5/16 54266NT 50 ORANGE
4/0 AWG 450/24 3/8 54212NT 54 PURPLE
250 MCM 550/24 3/8 54213NT 62 YELLOW
250 MCM 550/24 3/8 54275NT 62 YELLOW
350 MCM — 1/2 54282NT 71H RED
500 MCM 925/24 3/8 54218NT 87 BROWN
500 MCM 925/24 1/2 54286NT 87 BROWN
600 MCM — 1/2 54878BENTPH 94 GREEN
750 MCM 1325/24 3/8 54223NT0628 106H BLACK
750 MCM 1325/24 1/2 54223NT 106H BLACK
— 1600/24 1/2 58884BENTPH 106H BLACK

WIRE SIZE
BOLT 
SIZE CAT. NO.

DIE 
CODE

COLOUR 
CODECODE FLEX

#14-10 AWG —

#8 256-30695-1351

N/A N/A
1/4 256-30695-1352

1/4 256-30695-263
1/4 54101

#8 AWG 
23 Navy
#8 Weld

37/24 = 14.9 kcmil

#10 54104

21 RED

1/4 54130

5/16 54131

3/8 54132
1/2 256-30695-424

#6 AWG

30 Navy
#6 Weld

133/.014
61/24

#12 256-30695-1361

24 BLUE

#10 54134

1/4 54105

5/16 54135

3/8 54136

3/8 256-30695-282
1/2 256-30695-422

 #4 AWG

40-50 Navy
91/24 = 36.7 kcmil

133/.0177
49/.029

#12 256-30695-1362

29 GREY

#10 54138

1/4 54106

5/16 54139

3/8 54140

3/8 256-30695-233  
1/2 256-30695-264

#2 AWG
60 Navy

125/24 = 50.5 kcmil
#4 Weld

1/4 54107

33 BROWN
5/16 54142-TB

3/8 54143-TB
1/2 54145-TB 

#1 AWG

75 Navy, #2 Weld 
150/24 = 60.5 kcmil
175/24 = 70.6 kcmil

133/.0223

1/4 54108

37 GREEN
5/16 54147

3/8 54148
1/2 54150

1/0 AWG

100 Navy
#1 Weld

225/24 = 90.8 kcmil
133/.0254

1/4 54152-TB

42 PINK

5/16 54153-TB

3/8 54109

1/2 54155-TB
5/8 256-30695-1383

2/0 AWG

125 Navy
1/0 Weld

275/24 = 111 kcmil
427/.0155
133/.0282

1/4 54157

45 BLACK

5/16 54158

3/8 54110

1/2 54160
5/8 256-30695-131

3/0 AWG

150 Navy, 2/0 Weld
325/24 = 131 kcmil

133/.0316, 259/.0227
427/.0177

1/4 54162-TB

50 ORANGE
5/16 54163-TB 

3/8 54111
1/2 54165-TB

4/0 AWG

200 Navy
3/0 Weld

450/24 = 182 kcmil
703/.0154

1/4 54167

54 PURPLE

5/16 54168

3/8 54112

1/2 54170
3/4 256-30695-1174

—

4/0 Weld
550/24 = 222 kcmil

133/.0399
259/.0286
 637/.0183

1/4 58161

62 YELLOW

5/16 58162

3/8 58163

1/2 58165
5/8 58166

 250 kcmil 250 Navy

1/4 54172-TB

62 YELLOW
5/16 54173

3/8 54174
1/2 54113

—
250 Weld

650/24 = 262 kcmil
259/.0311, 703/.0189

1/2 58168 66 WHITE

300 kcmil 300 Navy

5/16 54178

66 WHITE
3/8 54179

1/2 54114
5/8 54181

—
300 Weld, 259/.034,

427/.0265, 889/.0183
775/24 = 313 kcmil

1/2 58171 71 RED

350 kcmil 350 Navy
3/8 256-30695-112

71 RED1/2 54115
5/8 54183

—
350 Weld, 259/.0368,

427/.0285, 703/.0224, 
889/.0201

1/2 58174 76 BLUE

400 kcmil 400 Navy
1/2 54116

76 BLUE
5/8 54185

—

400 Weld
925/24 = 373 kcmil

259/.0393  
427/.0306

3/8 256-30695-1403
80 N/A

1/2 58177

500 kcmil 500 Navy
3/8 256-30695-339

87 BROWN1/2 54118
5/8 54187

—

1100/24 = 444 kcmil
500 Weld, 259/.0417

427/.0325
703/.0253

5/8 58180 94 GREEN

 600 kcmil —
1/2 256-30695-1370

94 GREEN
5/8 54120

700 kcmil — 5/8 54122-TB 99 PINK

— 1325/24 = 535 kcmil
427/.0342

3/8 256-30695-1404

99 PINK
1/2 256-30695-1405

1/2 256-30695-840
5/8 58182

—
1/2 256-30695-193

106 BLACK
750 kcmil 5/8 54123-TB

1600/24 = 646 kcmil 5/8 58184 106 BLACK

800 kcmil 800 Navy 5/8 54124-TB 107 ORANGE

900 kcmil 1925/24 = 777 kcmil
1/2 256-30695-843

115 YELLOW
5/8 54126

1000 kcmil 1000 Navy 5/8 54128 125 N/A

 
Material:  High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

DIE  
CAT. NO. COPPER ALUMINUM COLOUR CODE

15528SS 2 AWG — BROWN

15513SS 1 AWG 4 AWG GREEN

15508SS 1/0 AWG 2 AWG PINK

15526SS 2/0 AWG 1 AWG (Gold) BLACK

15530SS 3/0 AWG 1/0 AWG (Tan) ORANGE

15511SS 4/0 AWG 2/0 AWG (Olive) PURPLE

15510SS 250 kcmil — YELLOW

15534SS 300 kcmil 4/0 AWG WHITE

15514SS 350 kcmil 250 kcmil RED

15506SS 500 kcmil 350 kcmil BROWN

15515SS 750 kcmil 650 kcmil BLACK

15G121R 250-500 kcmil • #2-250 kcmil — —

15G86R #2-250 kcmil — —

15501A #6 - #2 AWG — —

15G126R 250-500 kcmil — —

TRADE SIZE
RODE SIZE 

(NOMINAL DIAMETER X LENGTH)

CAT. NO. in. ft. mm m

GR5006 1/2 6 12.7 1.8

GR6256 5/8 6 15.8 1.8

GR6258 5/8 8 15.8 2.4

GR6250 (0.543 – 0.555) 5/8 10 15.8 3.0

GR6260 (0.625 – 0.640) 5/8 10 15.8 3.0

GR6250B* (0.618 – 0.623) 5/8 10 15.8 3.0

GR7506 3/4 6 17.3 1.8

GR7508 3/4 8 17.3 2.4

GR7510 3/4 10 17.3 3.0

* B suffix denotes black iron bare steel ground rod (cULus not applicable).  
cULus lists rods 1/2 in. and larger, 10 ft. and longer.

 
Material:  High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

WIRE SIZE
BOLT 
SIZE.

BOLT 
CTR. CAT. NO.

DIE 
CODE

COLOUR 
CODECODE FLEX

#14-10 AWG —
3/8 1 256-30695-1302

N/A N/A
1/4 5/8 54201

#8 AWG 
23 Navy
#8 Weld

37/24 = 14.9 kcmil

#10 5/8 54204

21 RED

#10 3/4 256-31426-33

#10 3/4 256-31426-33PH

1/4 5/8 542040410

1/4 1 542040416

1/4 3/4 256-30695-1094
3/8 1 256-30695-251

#6 AWG

30 Navy
#6 Weld

61/24 = 24.6 kcmil
133/.014

#12 1/2   -   5/8 256-30695-1070

24 BLUE

#10 1/2 256-30695-1153

#10 5/8   -   3/4 256-30695-1183

1/4 5/8 54205

1/4 c 256-30695-1095

1/4 1 256-30695-252

1/4 3/4 256-30695-372

1/4 1 256-30695-913
3/8 1 256-30695-253

 #4 AWG
40-50 Navy

91/24 = 36.7 kcmil
133/.0177, 49/.029

1/4 5/8 54206
29 GREY5/16 1 256-30695-1184

3/8 1 256-30695-255

#2 AWG
60 Navy
#4 Weld

125/24 = 50.4 kcmil

1/4 5/8 54207

33 BROWN

5/16 3/4 542070512

1/4 3/4 256-30695-1355

1/4 1 256-30695-1185

3/8 1 256-30695-257
1/2 3/4 256-30695-1049

#1 AWG

75 Navy
150/24 = 60.5 kcmil
175/24 = 70.6 kcmil

133/.0223

1/4 5/8 54208

37 GREEN5/16 1 256-30695-1233

3/8 1 256-30695-1236

1/0 AWG

100 Navy
#1 Weld

225/24 = 90.8 kcmil
133/.0254

1/4 3/4 256-30695-329

42 PINK

5/16 7/8 54255

5/16 1 256-30695-1234

3/8 1 54209

3/8 1 3/4 256-30695-1265
1/2 1 3/4 256-30695-886

2/0 AWG

125 Navy
1/0 Weld

275/24 = 111 kcmil
133/.0282

1/4 3/4 256-30695-1175

45 BLACK

5/16 7/8 54261

5/16 1 256-30695-832

3/8 1 54210
1/2 1 3/4 54260

3/0 AWG

150 Navy, 2/0 Weld
325/24 = 131 kcmil

133/.0316
259/.0227, 427/.0177

5/16 1 54266

50 ORANGE3/8 1 54211

1/2 1 3/4 54265

4/0 AWG

200 Navy
3/0 Weld

450/24 = 182 kcmil
703/.0154

3/8 1 54212

54 PURPLE

1/2 1 3/4 54270

1/4 5/8 256-30695-1247

1/4 3/4 256-30695-331
5/16 1 256-30695-1261

250 kcmil 250 Navy
3/8 1 54213

62 YELLOW
1/2 1 3/4 54275

 250 kcmil

4/0 Weld
550/24 = 222 kcmil

133/.0399
259/.0286, 637/.018

3/8 7/8 256-30695-345

62 YELLOW
3/8 1 256-30695-835
3/8 7/8 256-30695-452
1/2 1 3/4 58265

300 kcmil 300 Navy
3/8 1 54214

66 WHITE
1/2 1 3/4 54280

350 kcmil 350 Navy

1/4 3/4 256-30695-332

71 RED
5/16 1 3/4 256-30695-1240
3/8 1 54215
1/2 1 3/4 54282

400 kcmil 400 Navy
3/8 1 54216

76 BLUE3/8 1 1/16 54283
1/2 1 3/4 542830828

—
400 Weld

925/24 = 373 kcmil
259/.0393, 427/.0306

3/8 1 256-30695-439
80 N/A1/2 1 3/4 58277

3/8 1 256-30695-839

500 kcmil 500 Navy
3/8 1 54218

87 BROWN1/2 1 3/4 54286
1/2 1 1/4 256-30695-188

— 1100/24 = 444 kcmil
3/8 1 54220

94 GREEN
1/2 1 3/4 54289

700 kcmil —

3/8 1 256-30695-1406

99 PINK
3/8 1 256-30695-842
3/8 1 256-30695-898
1/2 1 3/4 54291

— 1325/24 = 535 kcmil 1/2 1 3/4 58281 99 PINK

750 kcmil —
3/8 1 256-30695-237

106 BLACK
1/2 1 3/4 54223

800 kcmil —
3/8 1 256-30695-1376

107 ORANGE
1/2 1 3/4 54224

900 kcmil 1925/24 = 777 kcmil

3/8 1 256-30695-694

115 YELLOW
1/2 1 3/4 54226
3/8 1 256-30695-846
5/8 1 1/2 256-30695-844

1000 kcmil 1000 Navy 1/2 1 3/4 54228 125 N/A

WIRE SIZE BOLT 
SIZE CAT. NO.

DIE  
CODE

COLOUR  
CODECode Flex

One-Hole Narrow-Tongue Lugs
#4 AWG 91/24 #10 54138NT  29 GREY
#2-3 AWG 125/24 1/4 54107NT 33 BROWN
#1 AWG 150,175/24 1/4 54108NT 37 GREEN
1/0 AWG 225/24 1/4 54152NT 42 PINK
2/0 AWG 275/24 1/4 54157NT 45 BLACK

WIRE SIZE
BOLT 
SIZE.

BOLT 
CTR. CAT. NO.

DIE 
CODE

COLOUR 
CODECODE FLEX

#14-10  
AWG —

1/4 5/8 54801BE

ER
G

40
0

2 

N/A
#10 5/8 256-31426-3

YELLOW
#10 5/8    -   3/4 256-31426-3SPH
1/4 5/8 256-30695-1298

BLUE
1/4 5/8    -   3/4 256-30695-1730

#8  
AWG 

#8 Weld 
37/24 = 14.9 kcmil

1/4 5/8 54850BE
21 RED1/4 3/4 54851BE

3/8 1 256-30695-1157

#6  
AWG

#6 Weld 
61/24 = 24.6 kcmil

1/4 5/8 54852BE

24 BLUE
1/4 1 256-30695-1014
1/4 3/4 256-30695-1225
3/8 1 256-30695-1158
1/2 1 3/4 256-30695-868

 #4  
AWG

#4 Weld 
91/24 = 36.7 kcmil

1/4 5/8 54854BE

29 GREY

1/2 1 3/4 54854BE0828
1/4 3/4 256-30695-1246
1/4 1 256-30695-1015

5/16 1 256-30695-1337
3/8 1 256-30695-1159
1/2 1 3/4 256-30695-733

#2-3  
AWG

#3 Weld 
125/24

1/4 1 256-30695-1016

33 BROWN

1/4 5/8 54855BE
1/4 3/4 256-30695-1300

5/16 3/4 54856BE
3/8 1 3/4 54810BE
3/8 1 256-30695-1160
1/2 1 3/4 256-30695-869
1/2 1 3/4 54811BE

#1  
AWG

#2 Weld 
150/24 = 60.5 

kcmil
175/24 = 70.6 kcmil

1/4 5/8 54809BE

37 GREEN
1/4 3/4 54812BE

5/16 7/8 54858BE
3/8 1 256-30695-1161
1/2 1 3/4 54857BE

1/0  
AWG

#1 Weld 
225/24 = 90.8 

kcmil

1/4 1 256-30695-1018

42 PINK

1/4 1 256-30695-1018P
1/4 5/8 54859BE
1/4 3/4 54813BE

5/16 7/8 54860BE
3/8 1 256-30695-1162P
3/8 1 256-30695-1162
1/2 1 3/4 256-30695-593

2/0  
AWG

1/0 Weld 
275/24 = 111 kcmil

1/4 5/8 54814BE

45 BLACK
1/4 3/4 256-30695-1299
3/8 1 256-30695-1116
3/8 1 256-30695-1116P
1/2 1 3/4 54862BE

3/0  
AWG

2/0 Weld 
325/24 = 131 kcmil

1/4 3/4 54815BE
50 ORANGE3/8 1 54816BE

1/2 1 3/4 54864BE

4/0  
AWG

3/0 Weld 
450/24 = 182 kcmil

1/4 3/4 54817BE

54 PURPLE
3/8 1 3/4 54818BE
3/8 1 256-30695-1117
3/8 1 256-30695-1117P
1/2 1 3/4 54866BE

250 kcmil 4/0 Weld 
550/24 = 222 kcmil

3/8 1 256-30695-1245
62 YELLOW3/8 1 256-30695-1245P

1/2 1 3/4 54868BE

300 kcmil 250 kcmil
650/24=262 kcmil

3/8 1 54819BE
66 WHITE

1/2 1 3/4 54870BE

350 kcmil 650/24 = 262 kcmil

1/4 3/4 54820BE

71 RED
3/8 1 256-30695-1118
3/8 1 256-30695-1118P
1/2 1 3/4 54872BE

400 kcmil 775/24 = 313 kcmil
1/4 3/4 54822BE

76 BLUE3/8 1 54821BE
1/2 1 3/4 54874BE

500 kcmil 925/24 = 373 kcmil

1/4 3/4 54823BE

87 BROWN
3/8 1 256-30695-1119
3/8 1 256-30695-1119P
1/2 1 3/4 54876BE

— 1100/24 = 444 
kcmil

3/8 1 54824BE
94 GREEN

1/2 1 3/4 54878BE
700 kcmil 1325/24 = 535 kcmil 1/2 1 3/4 54879BE 99 PINK

750 kcmil 1325/24 = 535 
kcmil

3/8 1 256-30695-1222
106 BLACK3/8 1 256-30695-1222P

1/2 1 3/4 54880BE
— 1600/24 = 646 kcmil 1/2 1 3/4 58884BE 106 BLACK
900 kcmil 1925/24 = 777 kcmil 1/2 1 3/4 58826BE 115 YELLOW

1000 kcmil —
3/8 1 54826BE

125 N/A
1/2 1 3/4 54882BE

CABLE SIZE 
AL-CU BOLT SIZE CAT. NO.

DIE 
CODE

COLOUR 
CODE

1/0 AWG 3/8 60230 50 TAN

2/0 AWG
3/8 60236

54 OLIVE
1/2 60238

3/0 AWG
3/8 60242

60 RUBY
1/2 60244

4/0 AWG
3/8 60248

66 WHITE
1/2 60250

250 kcmil
3/8 60254

71 RED
1/2 60256

300 kcmil
3/8 60260

76 BLUE
1/2 60262

350 kcmil
3/8 60265

87 BROWN
1/2 60267

400 kcmil
3/8 60268

94 GREEN
1/2 60269

500 kcmil
3/8 60271

99 PINK
1/2 60273

600 kcmil
3/8 60274

106 BLACK
1/2 60275

700 kcmil
3/8 60276

112 PURPLE
1/2 60277

750 kcmil 1/2 60278 115 YELLOW

1000 kcmil 1/2 60284 140 N/A

Material:  High-Conductivity  
Wrought Aluminum

Finish: Electro-Tin Plated

CAT. NO.

WIRE  
SIZE

BODY  
SIZE

INSULATING  
BOOT  

CAT. NO.
COLOUR 

CODE
FEMALE  
DISCONNECT

MALE  
DISCONNECT

MD1614F-0 MD1614M-0
16-14 AWG

0 MDBOOT-0
BLUE

MD1614F-1 MD1614M-1 1 MDBOOT-1

MD1210F-1 MD1210M-1
12-10 AWG

1 MDBOOT-1
YELLOW

MD1210F-2 MD1210M-2 2 MDBOOT-2

MD8F-1 MD8M-1
8 AWG

1 MDBOOT-1
RED

MD8F-2 MD8M-2 2 MDBOOT-2

MD6F-1 MD6M-1
6 AWG

1 MDBOOT-1
BLUE

MD6F-2 MD6M-2 2 MDBOOT-2

MD4F-2 MD4M-2 4 AWG 2 MDBOOT-2 GREY

MD2F-2 MD2M-2
2 AWG

2 MDBOOT-2
BROWN

MD2F-3 MD2M-3 3 MDBOOT-3

MD1F-2 MD1M-2
1 AWG

2 MDBOOT-2
GREEN

MD1F-3 MD1M-3 3 MDBOOT-3

MD10F-3 MD10M-3 1/0  AWG 3 MDBOOT-3 PINK

MD20F-3 MD20M-3 2/0  AWG 3 MDBOOT-3 BLACK

MD30F-3 MD30M-3 3/0  AWG 3 MDBOOT-3 ORANGE

MD40F-3 MD40M-3
4/0  AWG

3 MDBOOT-3
PURPLE

MD40F-4 MD40M-4 4 MDBOOT-4

MD250F-4 MD250M-4 250 kcmil 4 MDBOOT-4 YELLOW

MD350F-4 MD350M-4 350 kcmil 4 MDBOOT-4 RED

MD500F-4 MD500M-4 500 kcmil 4 MDBOOT-4 BROWN

CAT. NO. DESCRIPTION
WIRE 

RANGE
STD.  
PKG.

1016TB Galvanized grounding plate 8 Sol. to  
3/0 Str. 1

1016BTB Galvanized grounding plate
(complete with JAB34C connector)

8 Sol. to  
3/0 Str. 1

CAT. NO. 

A 
GROUND  
ROD (in.)

B  
CABLE  
RANGE ELEMENT B

DIES FOR TBM14M,  
13100A, TBM15I*  
OR TBM15CR-LI*  

ELEMENT A

54855LR12 1/2 #2–250 kcmil 15G86R 15G121R
54885LR12 1/2 250–500 kcmil 15G126R 15G121R
54865LR58 5/8 #2–250 kcmil 15G86R 15G121R
54895LR58 5/8 250–500 kcmil 15G126R 15G121R
54875LR34 3/4 #2–250 kcmil 15G86R 15G121R
54900LR34 3/4 250–500 kcmil 15G126R 15G121R
54910LR100 1 #2–250 kcmil 15G86R 15G121R
54920LR100 1 250–500 kcmil 15G126R 15G121R
* Use 15500-TB adaptor for TBM15-Ton tool.

CAT.  
NO. 

 
A  

CABLE 
RANGE

B  
TO CABLE 

RANGE

B  TO 
GROUND 
ROD (in.)

B  
TO REBAR 

(in.)

DIES FOR TBM14M,  
13100A, TBM15I* OR 

TBM15CR-LI*

A B

54855L #6 Sol.– 
#2 Str.

#6 Sol.– 
#2 Str. — — 15501A 15501A

54865L #6 Sol.– 
#2 Str.

#1 Str.– 
250 kcmil  1/2  -  5/8 3/8  -  1/2

#3 - #4 Rebar 15501A 15G86R

54875L #2 Str.– 
250 kcmil

#2 Str.– 
250 kcmil  1/2  -  5/8 3/8  -  1/2

#3 - #4 Rebar 15G86R 15G86R

54885L #6 Sol.– 
#2 Str.

250 kcmil – 
500 kcmil  5/8  -  3/4 5/8  -  3/2

#5 - #6 Rebar 15501A 15G126R

54895L #2 Str.– 
250 kcmil

250 kcmil – 
500 kcmil  5/8  -  3/4 5/8  -  3/2

#5 - #6 Rebar 15G86R 15G126R

54900L 250 kcmil – 
500 kcmil

250 kcmil – 
500 kcmil 5/8  -  3/4 5/8  -  3/2

#5 - #6 Rebar 15G121R 15G121R

* Use with 15500-TB adaptor for TBM15-Ton tool.
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—
One-Hole Lugs 
Standard Barrel 600 V to 35 kV

—
Two-Hole Lugs  
Standard Barrel 600 V to 35 kV

—
One-Hole Lugs  
Long Barrel 600 V to 35 kV

—
Narrow-Tongue Lugs One-Hole and Two-Hole, 
Standard Barrel, 600 V

Material:  High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Two-Hole Lugs 
Long Barrel 600 V to 35 kV

CABLE SIZE 
AL-CU BOLT SIZE CAT. NO.

DIE 
CODE

COLOUR 
CODE

#10

#10 60096

21 RED1/4 60097

3/8 60099

#8 

#10 60101-TB

24 BLUE
1/4 60102-TB

5/16 60103-TB

3/8 60104-TB

#6

#10 60106-TB

29 GREY
1/4 60107-TB

5/16 60108-TB

3/8 60109-TB

 #4

1/4 60112-TB

37 GREEN5/16 60113-TB

3/8 60114-TB

#2

1/4 60116-TB

42 PINK
5/16 60117-TB

3/8 60118-TB

1/2 60120

#1

1/4 60122

42 GOLD
5/16 60123

3/8 60124

1/2 60126

1/0

1/4 60128

50 TAN
5/16 60129

3/8 60130

1/2 60132

2/0

1/4 60134

54 OLIVE
5/16 60135

3/8 60136

1/2 60138

3/0

1/4 60140

60 RUBY
5/16 60141

3/8 60142

1/2 60144

4/0

5/16 60147

60 WHITE
3/8 60148

1/2 60150

5/8 60151

250 kcmil

3/8 60154

71 RED1/2 60156

5/8 60157

300 kcmil

5/16 60159

76 BLUE3/8 60160

1/2 60162

350 kcmil
1/2 60165

87 BROWN
5/8 60166

400 kcmil 1/2 60168 94 GREEN

500 kcmil
1/2 60171

99 PINK
5/8 60172

 600 kcmil 5/8 60174 106 BLACK

700 kcmil 5/8 60176 112 PURPLE

750 kcmil 5/8 60178 115 YELLOW

1000 kcmil 5/8 60184 140 N/A

Material:  High-Conductivity Wrought Aluminum
Finish: Electro-Tin Plated

—
One-Hole Lugs 
Standard Barrel 600 V to 35 kV

WIRE SIZE
CAT.  
NO.

DIE 
CODE

COLOUR 
CODECODE FLEX

#8 AWG #8 Weld 
37/24 = 14.9 kcmil 54504 21 RED

#6 AWG #6 Weld, 133/.014 
61/24 = 24.6 kcmil 54505 24 BLUE

 #4 AWG 91/24 = 36.7 kcmil
 133/.0177, 49/.029 54506 29 GREY

#2 AWG #4 Weld 
125/24 = 50.4 kcmil 54507 33 BROWN

#1 AWG
#2 Weld, 133/.0223 

150/24 = 60.5 kcmil 
175/24 = 70.6 kcmil

54508 37 GREEN

1/0 AWG #1 Weld, 133/.0254 
225/24 = 90.8 kcmil 54509 42 PINK

2/0 AWG
275/24 = 111 kcmil

1/0 Weld, 427/.0155 
133/.0282

54510 45 BLACK

3/0 AWG
325/24 = 179 kcmil

2/0 Weld, 133/.0316
259/.0227, 427/.0199

54511 50 ORANGE

—
375/24 = 179 kcmil

133/.0355, 259/.0255 
427/.0199

53962 50 ORANGE

4/0 AWG 3/0 Weld, 703/.0154 
450/24 = 182 kcmil 54512 54 PURPLE

250 kcmil — 54513 62 YELLOW

—
550/24 = 222 kcmil

4/0 Weld, 133/.0399 
259/.0286, 637/.0183

53964 62 YELLOW

300 kcmil — 54514 66 WHITE

350 kcmil — 54515 71 RED

400 kcmil — 54516 76 BLUE

—
1100/24 = 444 kcmil 
500 Weld, 259/.0417 

427/.0325, 703/.0253
53968 87 BROWN

500 kcmil — 54518 87 BROWN

600 kcmil — 54520 94 GREEN

700 kcmil — 54522-TB 99 PINK

700 kcmil 1325/24 = 535 kcmil 
427/.0342 53969 99 PINK

750 kcmil — 54523-TB 106 BLACK

1000 kcmil — 54528 125 N/A

Material:  High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Two-Way Splice Connectors  
Standard Barrel 600 V to 35 kV

WIRE SIZE

CAT. NO.
DIE 

CODE
COLOUR 

CODECODE FLEX

#8 AWG  37/24 = 14.9 kcmil 54804 21 RED

#6 AWG 61/24 = 24.6 kcmil 54805 24 BLUE

 #4 AWG 91/24 = 36.7 kcmil 54806 29 GREY

#2 AWG 125/24 = 50.4 kcmil 54807 33 BROWN

#1 AWG 150/24 = 60.5 kcmil
175/24 = 70.6 kcmil 54808 37 GREEN

1/0 AWG 225/24 = 90.8 kcmil 54809 42 PINK

2/0 AWG 275/24 = 111 kcmil 54810 45 BLACK

3/0 AWG 325/24 = 131 kcmil 54811 50 ORANGE

4/0 AWG 450/24 = 182 kcmil 54812 54 PURPLE

250 kcmil 550/24 = 222 kcmil 54813 62 YELLOW

300 kcmil — 54814 66 WHITE

350 kcmil 650/24 = 262 kcmil 54815 71 RED

400 kcmil 775/24 = 313 kcmil 54816 76 BLUE

500 kcmil 925/24 = 373 kcmil 54818 87 BROWN

600 kcmil 1100/24 = 444 kcmil 54820 94 GREEN

700 kcmil 1325/24 54821 99 PINK

750 kcmil 1325/24 = 535 kcmil 54823 106 BLACK

— 1600/24 = 646 kcmil 58524 106 BLACK

900 kcmil 1925/24 = 777 kcmil 58526 115 YELLOW

1000 kcmil — 54828 125 N/A

Material:  High-Conductivity  
Wrought Copper

Finish: Electro-Tin Plated

—
Two-Way Splice Connectors 
Long Barrel 600 V to 35 kV

—
Two-Hole Lugs  
Standard Barrel 600 V to 35 kV

CABLE SIZE CAT. NO. DIE CODE COLOUR CODE

10 Str. 60500-TB 21 RED

8 Str. 60501-TB 24 BLUE

6 Str. 60507-TB 29 GREY

4 Str. 60512 37 GREEN

2 Str./3 Str. 60516 42 PINK

1 Str. 60522-TB 45 GOLD

1/0 60530-TB 50 TAN

2/0 60536 54 OLIVE

3/0 60542 60 RUBY

4/0 60548 66 WHITE

250 kcmil 60554 71 RED

300 kcmil 60560 76 BLUE

350 kcmil 60565 87 BROWN

400 kcmil 60568 94 GREEN

500 kcmil 60571 99 PINK

600 kcmil 60574 106 BLACK

700 kcmil 60576 112 PURPLE

750 kcmil 60578 115 YELLOW

1000 kcmil 60584 140 N/A

Material:  High-Conductivity  
Wrought Aluminum

Finish: Electro-Tin Plated

—
Two-Way Splice Connectors  
Long Barrel 600 V to 35 kV

—
Motor Pigtail 
Connectors

•  Major time and cost saving  
versus ground rods

—
Galvanized 
Grounding 
Plates

 DIMENSIONS (in.)

CAT. NO. SIZE (in.) LENGTH DIAMETER

Threadless Couplings

50CNT* 1/2 3.0 0.78

60CNT2* 5/8 2.5 0.69

70CNT* 3/4 3.0 0.97

Driving Caps

60DSNT 5/8 4.0 0.88

* UL Listed.

Threadless Couplings
•   For joining non-threaded, sectional,  

copper bonded, steel ground rods
Threadless Driving Caps
•   Prevent “mushrooming” of ground  

rod while driving to insure proper fit of coupling

—
Threadless Couplings and Driving Caps for  
Standard Copper Bonded Ground Rods

CAT. NO. SIZE (in.) THREAD SIZE

50LC 1/2 9/16 in. – 12 UNS
60C 5/8 5/8 in. – 11 UNS
70C 3/4 3/4 in. – 10 UNS
80C 1 1 – 8 UNS

•  Threaded couplings are made of  
high-strength, corrosion resistant alloy.  
Streamlined design reduces driving friction.

—
Couplings

CAT. NO. 

A  
CABLE  
RANGE

B  
CABLE  
RANGE H (in.) L (in.) C

RI
M

PS

DIES  
FOR  
T&B  

TOOLS 

CTP22N #6 Sol.- #2 str. #6 Sol. - #2 Str. 1  5/32 1  1/2 3 15534SS

CTP202N #1 Str.- 2/0 str. #6 Sol. - #2 Str. 1  13/32 1  1/2 3 15517SS

CTP2020N #1 Str.- 2/0 Str. #1 Str. - 2/0 Str. 1  9/16 1  1/2 3 15517SS

CTP25020N 3/0 Str.- 250 kcmil #1 Str. - 2/0 Str. 1  31/32 1  1/2 3 15506SS

CTP250250N 3/0 Str.- 250 kcmil 3/0 Str.- 250 kcmil 2  1/16 1  1/2 3 15506SS

CTP500250N 300 - 500 kcmil 3/0 Str.- 250 kcmil 2  11/16 2  1/2 5 15603SS

CTP50020N 300 - 500 kcmil #6 Sol. - 2/0 Str. 2  7/16 2  1/2 5 15603SS

CTP500500N 300 - 500 kcmil 300 - 500 kcmil 2  29/32 2  1/2 5 15G121N

 These dies may be used with the TBM15CR-LI or TBM15I compression tools. 
Please note that the die adapter 15500-TB is required for use with these tools.

MEETS

837-2014 REQUIREMENTSUsed in utility  
substations

—
C-Taps  
Heavy Duty

—
EZ-CK SS DieKit

CAT. NO. ROD SIZE (in.)
TBGS-14 1/4
TBGS-38 3/8
TBGS-58 5/8
TBGS-34 3/4

—
Type TBGS Structural Grounding Studs

CAT. NO. 

  
GROUND  
ROD (in.)

 
CABLE RANGE

DIES FOR 13100A, TBM14M, 
TBM14CR-LI, TBM15CR-LI*  

OR TBM15I*

GR12-202 1/2 #2–2/0 AWG 15G121R
GR58-202 5/8 #2–2/0 AWG 15G121R
GR34-202 3/4 #2–2/0 AWG 15G121R
GR1-202 1 #2–2/0 AWG 15G121R
GR12-40250 1/2 3/0–250 kcmil 15G121R
GR58-40250 5/8 3/0–250 kcmil 15G121R
GR34-40250 3/4 3/0–250 kcmil 15G121R
GR1-40250 1 3/0–250 kcmil 15G121R
GR58-300500 5/8 300–500 kcmil 15G121R
GR34-300500 3/4 300–500 kcmil 15G121R
GR1-300500 1 300–500 kcmil 15G121R
* Use 15500-TB adaptor for TBM15-Ton Tool. Optional Ground Rod Knurling die 
   for 14- and 15-Ton tools: 15508SS. Knurling tool: 240-31565-94.

—
Figure 8 
Compression  
Ground Rod
Tap Connectors

—
Figure 6 to 8 
Compression Ground  
Rod to Grid  
Connectors

—
Figure 6 to 6 
Compression Grid and  
Ground Rod Connectors

TRADE SIZE
RODE SIZE 

(NOMINAL DIAMETER X LENGTH)

CAT. NO. in. ft. mm m

5008LS 1/2 8 12.7 2.4

5010LS 1/2 10 12.7 3.0

6258S 5/8 8 15.8 2.4

6260S 5/8 10 15.8 3.0

7508S 3/4 8 17.3 2.4

7510S 3/4 10 17.3 3.0

1010S 1 10 25.4 3.0

cULus lists rods ½ in. and larger, 10 ft. and longer.

—
Sectional Type 
Ground Rods

TRADE SIZE
RODE SIZE 

(NOMINAL DIAMETER X LENGTH)

CAT. NO. in. ft. mm m

5008 1/2 8 12.7 2.4

5010 1/2 10 12.7 3.0

6256 5/8 6 15.8 1.8

6258* 5/8 8 15.8 2.4

6260* 5/8 10 15.8 3.0

7508* 3/4 8 17.3 2.4

7510* 3/4 10 17.3 3.0

1010* 1 10 25.4 3.0

*  Ground rods are UL Listed (425H), except for regular rods shorter than 8 
ft. or less than 1/2 in. cULus lists rods 1/2 in. and larger, 10 ft. and longer.

—
Copper Bonded Steel 
Ground Rods

•  Stainless steel rods are also available  
(for more detailed information, contact  
your T&B Regional Sales Office) 
driving friction.

—
Galvanized Steel Ground Rods

CAT. NO. 
A  

CABLE RANGE 
B  

CABLE RANGE  H (in.) L (in.)

DIES FOR  
13100A, 

TBM14M, 
TBM14CR-LI, 
TBM15CR-LI 
OR TBM15I* C

RI
M

PS

CTP22 #6 Sol.–#2 Str. #6 Sol.–#2 Str.** 1  5/32 3/4 HBKC 1
CTP202 #1 Str.–2/0 Str. #6 Sol.–#2 Str.** 1  13/32 3/4 15501A or HO 1
CTP2020 #1 Str.–2/0 Str. #1 Str.–2/0 Str. 1  9/16 3/4 15501A or HO 1
CTP25020 3/0 Str.–250 kcmil #6 Sol.–2/0** AWG 1  31/32 3/4 15G86R 1
CTP250250 3/0 Str.–250 kcmil 3/0 Str.–250 kcmil 2 1/16 7/8 15G86R 1
CTP50020 300–500 kcmil #6 Sol.–2/0** AWG 2  7/16 7/8 15G121R 2
CTP500250 300–500 kcmil 3/0 Str.–250 kcmil 2  11/16 7/8 15G121R 2
CTP500500 300–500 kcmil 300–500 kcmil 2  29/32 1  1/8 15G121R 3
Material: High-conductivity copper. *Cat. No. 15500-TB adapter required if using 
TBM15CR-LI, TBM151 and 155XX series dies. **#6 AWG branch must be doubled.

—
C-Taps  
Grid Tap Connectors

MAIN DIES FOR 
14-AND 

15-TON* 
TOOLS

CAT.  
NO. CABLE

GROUND 
ROD REBAR TAP

54855 1/0 Str.–250 
kcmil 1/2”–5/8” 3/8" –  1/2"  

#3 – #4 #4 Sol.– #2 Str. 15G86R

54860 1/0 Str.–250 
kcmil 1/2”–5/8” 3/8” –  1/2”  

#3 – #4 1/0 Str.– 2/0 Str. 15G86R

54865-CK 1/0 Str.–250 
kcmil 1/2”–5/8” 3/8” –  1/2”  

#3 – #4 3/0 Str.– 250 kcmil 15G86R

54875 #6 Sol.– #2 Str. — — #6 Sol.– #2 Str. 15501A 
or HO

54885 250–500 
kcmil 5/8” — #4 Sol.– #2 Str. 15G126R

54890 250–500 
kcmil 5/8”– 3/4” 5/8"– 3/4" 

#5 – #6 1/0 Str.– 2/0 Str. 15G126R

54895 250–500 
kcmil 5/8”– 3/4” 5/8”– 3/4” 

#5 – #6 3/0 Str.– 250 kcmil 15G126R

54900 250–500 
kcmil 5/8”– 3/4” 5/8"– 3/4" 

#5 – #6 350–500 kcmil 15G121R

* Use with 15500-TB adaptor for TBM15-Ton tool.

—
Figure 6  
Compression  
Ground Tap  
Connectors

CAT. NO. 

BRANCH

GROUND 
ROD(in.)

ROD TO CABLE

DIE 
CODEMAIN

DIE 
CODE BRANCH

DIE 
CODE

DIE 
CODE CABLE

GG21-21 #2 or #1 45 #2 or #1 45 — — — —

GG10-10 1/0 54H 1/0 54 — — — —

GG2030-21 2/0 or 3/0 60 #1  
#2

45 
50 — — — —

GG2030-10 2/0 or 3/0 60 1/0 54 — — — —

GG2030-2030 2/0 or 3/0 60 2/0 or 3/0 60 — — — —

GG40250-21 4/0 or  
250 kcmil 71H #1  

#2
45 
50

1/2 
5/8

71H 
80H #2 or #1 45 

50

GG40250-10 4/0 or  
250 kcmil 71H 1/0 54H 1/2

5/8
71H 

80H 1/0 54H

GG40250-2030 4/0 or  
250 kcmil 71H 2/0 or  

3/0 60H 1/2
5/8 71H 2/0 or  

3/0 kcmil 60

GG40250-40250 4/0 or  
250 kcmil 71H 4/0 or  

250 kcmil 71H 1/2
5/8

71 
80H

4/0 or  
250 kcmil 71H

GG500-40250 500 kcmil 87H 4/0 or  
250 kcmil 71H 5/8

3/4 87H 4/0 or  
500 kcmil 71H

GG500-500 500 kcmil 87H 500 kcmil 87H 3/4 - 5/8 87H 500 kcmil 87H

GG500-350 500 kcmil 87H 350 kcmil 80H 5/8
3/4 87H 350 kcmil 80H

GG500-2030 500 kcmil 87H 2/0 or 3/0 60 5/8
3/4 87H 2/0 or  

3/0 kcmil 60

GG350-350 350 kcmil 80H 350 kcmil 80H — — — —

High-conductivity wrought copper, one-piece 
construction for cable to cable, cable to rod,  
“T” and “X” connections
• Suitable for direct burial or in concrete
•  Replaces exothermic welds
• Conforms to IEEE standard 837
• UL 467

—
Cable or Rod Connectors

CAT. NO. CABLE RANGE
GROUND 
ROD (in.)

DIE CODE FOR TBM14M, 
13100A OR TBM15I

GR12-306 One Cable: 3/0 to #6,  
Two Cables: #2 to #6 1/2 87H

GR58-406 One Cable: 4/0 to #6,  
Two Cables: #2 to #6 5/8 87H

GR34-4010 One Cable: 4/0 to 1/0 3/4 99H

•  Figure-8 connectors
•  Conforms to IEEE 837
•  Hex compression intimately bonds 

cable directly to ground rod
• UL 467

—
Pigtail 
Connectors

CAT. NO. DESCRIPTION

GCC1 Ground cup with cover*

GC1 Ground cup without cover*

F06146 Replacement contact tip**

* Hub is tapped for 3/4 in. − 10.   ** Hub is tapped for 1/2 in. − 13.

—
Static Ground 
Devices

CAT. NO. WIRE RANGE DIE CODE NO. TOOL

IBG2-10 2, 1, 1/0 66 TBM15I

IBG20-40 2/0, 3/0, 4/0 76 TBM15I

—
I-Beam 
Ground Clamp 
Connectors

CAT. NO. CABLE RANGE DIES

GP2250-2 #2–250 kcmil 15G86R

GP2250-4 #2–250 kcmil 15G126R

GP250500-2 250–500 kcmil 15G86R

GP250500-4 250–500 kcmil 15G121R

Steel grounding studs, lugs and I-beam clamps not shown on this chart. Please 
refer to T&B Power Connections and Grounding Catalogue for complete details.

—
Ground 
Plates

CAT. NO. 

WIRE SIZE 
(AWG OR 

KCMIL)
INSTALLING 

DIES*

DIMENSIONS (in.)

B L P W

HDL 2 N #2 15508SS 1  1/2 5  1/4 3 13/16

HDL 1 N #1 15526SS 1  1/2 5  1/4 3 13/16

HDL 1/0 N 1/0 15530SS 1  1/2 5  1/4 3 13/16

HDL 2/0 N 2/0 15511SS 1  3/4 5  1/2 3 15/16

HDL 3/0 N 3/0 15532SS 1  
11/16 5  3/16 3 1

HDL 4/0 N 4/0 15514SS 1  3/4 5  5/8 3 1  1/8

HDL 250 N 250 15517SS 1  3/4 5  5/8 3 1  1/4

HDL 300 N 300 15506SS 2  1/4 5  13/16 3 1  3/8

HDL 350 N 350 15503SS 2  5/16 6  9/16 3 1  9/16

HDL 500 N 500 15609SS 2  5/8 6  3/8 3 1  3/4

* These dies may be used with the TB M15CR-LI or TBM15I compression 
   tools. Please note that the die adapter 15500-TB is required for use  
   with these tools.

• Heavy-wall lugs for grounding  
   and other critical applications
• Able to handle the most severe  
   heavy loading applications
• Ease cable insertion

—
Heavy-Duty 
Two-Hole  
NEMA Lugs

MEETS

837-2014 REQUIREMENTS

BLKBGRMAT-F Français 26 x 19.5 in. Ant i -S l ip

10

tnb.ca.abb.com

—
BlackburnMD Compression et 
le système de mise à la terre 
(M.À.L.T.) EZGroundMD

10

10

10

6

6

9

9

1

2

3
4

7

7

7

5
5

5

5

8

8

—
Sertisseuse hydraulique 
manuelle de 14 tonnes

• Installe les connecteurs en cuivre d’un maximum 
de 900 kcmil, en aluminium d’un maximum 
de 750 kcmil

• Matrices de la série 15XXX vendues séparément
• NO DE CAT. : TBM14M

—
Sertisseuse à pile au lithium-ion 
de 15 tonnes

• IInstalle les connecteurs en cuivre d’un maximum 
de 1500 kcmil, en aluminium d’un maximum 
de 1250 kcmil

• Matrices de la série 15XXX et adaptateur 
vendus séparément

• NO DE CAT. : TBM15CR-LI
• NO DE CAT. : TBM14M

—
Sertisseuse à pile au lithium-ion 
de 14 tonnes

• Installe les connecteurs en cuivre d’un maximum 
de 900 kcmil, en aluminium d’un maximum 
de 750 kcmil

• Matrices de la série 15XXX vendues séparément 
• NO DE CAT. : TBM14CR-LI

—
Presse hydraulique de 15 tonnes

• Installe les connecteurs en cuivre 
d’un maximum de 1500 kcmil, en 
aluminium d’un maximum de 1250 kcmil

• Matrices de la série 15XXX et adaptateur 
vendus séparément 

• NO DE CAT. : TBM15I

—
Presse hydraulique de 14 tonnes

•  Installe les connecteurs en cuivre 
d’un maximum de 900 kcmil, en aluminium 
d’un maximum de 750 kcmil

• Matrices de la série 15XXX vendues séparément 
• NO DE CAT. : 13100A

• NO DE CAT. : TBM15I

—
Adaptateur de matrices 
pour outil de 15 tonnes

• Adaptateur de matrices pour les outils 
de 15 tonnes lorsqu’on utilise les matrices 
des séries 155XX et 15GXX 

• NO DE CAT. : 15500-TB

—
Coupe-câbles manuel

• Coupe les câbles en cuivre et en aluminium 
d’un maximum de 750 kcmil et d’un D.E. maximum 
de 1-1/2 po. incluant l’isolant 

• NO DE CAT. : CSR750

—
Outil de coupe à pile au lithium-ion

• Coupe les câbles en cuivre, en aluminium 
et ACSR d’un D.E. maximum de 1-1/2 po 

• Coupe les tiges de M.À.L.T. et les barres 
d’armature en acier d’un maximum de 5/8 po

• Coupe les fils d’acier d’un maximum de 3/4 po 
• NO DE CAT. : TBM58PCTS-LI

MATRICE
NO DE CAT. CUIVRE (Cu) ALUMINUM (Al) COULEUR

15528SS 2 AWG — BRUN
15513SS 1 AWG 4 AWG VERT
15508SS 1/0 AWG 2 AWG ROSE
15526SS 2/0 AWG 1 AWG (Or) NOIR
15530SS 3/0 AWG 1/0 AWG (Tan) ORANGE
15511SS 4/0 AWG 2/0 AWG (Olive) VIOLET
15510SS 250 kcmil — JAUNE
15534SS 300 kcmil 4/0 AWG BLANC
15514SS 350 kcmil 250 kcmil ROUGE
15506SS 500 kcmil 350 kcmil BRUN
15515SS 750 kcmil 650 kcmil NOIR
15G121R

EZGround® System dies, 
see diagram table numbers 3, 5, 6, 7, 8, and 9 

for cable crimp ranges.

15G86R
15501A ou HO
15G126R

—
Ensemble de matrices pour 
les outils de 14 et 15 tonnes

Robuste mallette de transport double 
avec matrices comprenant :
•  Un côté avec quatre matrices EZGroundMD

et composé antioxydant Contax
•  L’autre côté avec 12 matrices du système 

Color-KeyedMD pour cosses et épissures
•  La matrice 15508SS pouvant être utilisée pour 

moleter les tiges de M.À.L.T de 5/8 et 3/4 po
•  NO DE CAT. : EZ-CK SS DIEKIT

NO DE CAT.
GAMME DE 

CÂBLES
CODE DE 
MATRICE

CODE 
COULEUR

MATRICES 
POUR OUTILS 14 

ET 15 TONNES

54807 #2AWG 33 BRUN 15528SS

54809 1/0 AWG 42 ROSE 15508SS

54810 2/0 AWG 45 NOIR 15526SS

54812 4/0 AWG 54 VIOLET 15511SS

54813 250 kcmil 62 JAUNE 15510SS

54818 500 kcmil 87 BRUN 15506SS

—
02
Connecteurs 
bidirectionnels

Approuvés pour pose en pleine terre
Matériau : Cuivre étamé

NO DE CAT. GAMME DE CÂBLES
MATRICES POUR OUTILS 

14 ET 15 TONNES

GP2250-2 #2–250 kcmil 15G86R
GP2250-4 #2–250 kcmil 15G121R
GP250500-2 250–500 kcmil 15G86R
GP250500-4 250–500 kcmil 15G121R

—
03
Plaques de mise 
à la terre

Approuvées pour pose en pleine terre
Matériau : Plaque en alliage de cuivre moulé avec 
dérivation de fils de M.À.L.T. en cuivre Figure 6

NO DE CAT. GROSSEUR DE TIGE (PO)

TBGS-14 1/4
TBGS-38 3/8
TBGS-58 5/8
TBGS-34 3/4

—
04
Goujons de mise à la terre 
pour structures

Matériau : 
Goujon d’acier 
plaqué de cuivre

NO DE 
CAT.

CÂBLE À 
CÂBLE ÉLÉMENT B 

À TIGE DE 
M.À.L.T. 

(PO)

ÉLÉMENT 
B À BARRE 

D’ARMATURE
(PO)

MATRICES POUR 
OUTILS 14 ET 15 

TONNES

ÉLÉMENT 
A

ÉLÉMENT 
B A B

54855L #6 mas.–
#2 tor.

#6 mas.–
#2 tor. — — 15501A

ou HO
15501A
ou HO

54865L #6 mas.–
#2 tor.

#1 tor.–
250 kcmil  1/2− 5/8

3/8− 1/2
#3–#4 Barre 
d’armature

15501A
ou HO 15G86R

54875L #2 tor.–
250 kcmil

#2 tor.–
250 kcmil  1/2− 5/8

3/8− 1/2
#3–#4 Barre 
d’armature

15G86R 15G86R

54885L #6 mas.–
#2 tor.

250 kcmil –
500 kcmil  5/8− 3/4

5/8− 3/4
#5–#6 Barre 
d’armature

15501A
ou HO 15G126R

54895L #2 tor.–
250 kcmil

250 kcmil –
500 kcmil  5/8− 3/4

5/8− 3/4
#5–#6 Barre 
d’armature

15G86R 15G126R

54900L 250 kcmil –
500 kcmil

250 kcmil –
500 kcmil 5/8− 3/4

5/8− 3/4
#5–#6 Barre 
d’armature

15G121R 15G121R

CONFORME AUX

PRESCRIPTIONS 837

—
05
Connecteurs à compression Figure 6 
à Figure 6 – Pour grilles de terre 
et tiges de M.À.L.T.s
Approuvés pour pose 
en pleine terre
Matériau : Cuivre

NO DE CAT.

A TIGE DE 
M.À.L.T.

(PO)

B 
GAMME 

DE CÂBLES
ÉLÉMENT 

A

MATRICES POUR 
OUTILS 14 

ET 15 TONNES

54855LR12 1/2 #2–250 kcmil 15G86R 15G121R
54885LR12 1/2 250–500 kcmil 15G126R 15G121R
54865LR58 5/8 #2–250 kcmil 15G86R 15G121R
54895LR58 5/8 250–500 kcmil 15G126R 15G121R
54875LR34 3/4 #2–250 kcmil 15G86R 15G121R
54900LR34 3/4 250–500 kcmil 15G126R 15G121R
54910LR100 1 #2–250 kcmil 15G86R 15G121R
54920LR100 1 250–500 kcmil 15G126R 15G121R
Utilisez l’adaptateur 15500TB avec l’outil de 15 tonnes TBM15.

CONFORME AUX

PRESCRIPTIONS 837

—
06
Connecteurs à compression 
Figure 6 à Figure 8 – Tiges 
de M.À.L.T. à grilles de terres

Approuvés pour pose en pleine terre
Matériau : Cuivre

NO DE 
CAT. CÂBLE

PRINCIPAL
TIGE DE 
M.À.L.T. 

(PO)
BARRE 

D’ARMATURE DÉRIVATION DÉRIVATION

54855 1/0 tor.–
250 kcmil 1/2”–5/8” 3/8" –  1/2" 

#3 – #4 #4 mas.– #2 tor. 15G86R

54860 1/0 tor.–
250 kcmil 1/2”–5/8” 3/8” –  1/2” 

#3 – #4 1/0 tor.– 2/0 tor. 15G86R

54865-CK 1/0 tor.–
250 kcmil 1/2”–5/8” 3/8” –  1/2” 

#3 – #4 3/0 tor.– 250 kcmil 15G86R

54875 #6 mas.– 
#2 tor. — — #6 mas.– #2 tor. 15501A

ou HO

54885 250–500
kcmil 5/8” — #4 mas.– #2 tor. 15G126R

54890 250–500
kcmil 5/8”– 3/4” 5/8"– 3/4"

#5 – #6 1/0 tor.– 2/0 tor. 15G126R

54895 250–500
kcmil 5/8”– 3/4” 5/8”– 3/4”

#5 – #6 3/0 tor.– 250 kcmil 15G126R

54900 250–500
kcmil 5/8”– 3/4” 5/8"– 3/4"

#5 – #6 350–500 kcmil 15G121R

Utilisez l’adaptateur 15500TB avec l’outil de 15 tonnes TBM15. Moletez les tiges de M.À.L.T. 
afin d’augmenter d’autant que 20% la résistance à l’arrachement.

CONFORME AUX

PRESCRIPTIONS 837

—
07
Connecteurs à compression 
Figure 6 pour dérivation 
de fils de M.À.L.T.

Approuvés pour pose en pleine terre
Matériau : Cuivre

NO DE CAT. PRINCIPAL DÉRIVATION

MATRICES 
POUR OUTILS 

14 ET 15 
TONNES COMPRESSIONS

CTP22 #6 mas.–#2 tor. #6 mas.–#2 tor.** HBKC 1
CTP202 #1 Str.–2/0 tor. #6 mas.–#2 tor.** 15501A ou HO 1
CTP2020 #1 tor.–2/0 tor. #1 tor.–2/0 tor. 15501A ou HO 1
CTP25020 3/0 tor.–250 kcmil #6 mas.–2/0** AWG 15G86R 1
CTP250250 3/0 tor.–250 kcmil 3/0 tor.–250 kcmil 15G86R 1
CTP50020 300–500 kcmil #6 mas.–2/0** AWG 15G121R 2
CTP500250 300–500 kcmil 3/0 tor.–250 kcmil 15G121R 2
CTP500500 300–500 kcmil 300–500 kcmil 15G121R 3

Utilisez l’adaptateur 15500TB avec l’outil de 15 tonnes TBM15.
**Toujours doubler le fil pour les dérivations #6 AWG.

CONFORME AUX

PRESCRIPTIONS 837

—
09
Connecteurs de 
dérivation en « C »

Approuvés pour pose 
en pleine terre
Matériau : Cuivre

GROSSEUR NOMINALE
GROSSEUR DE TIGE 

(DIAMÈTRE NOMINAL X LONGUEUR)

NO DE CAT. (PO)        (PI)  MM M

GR5006 1/2 6 12.7 1.8
GR6256 5/8 6 15.8 1.8
GR6258 5/8 8 15.8 2.4
GR6250 5/8 10 15.8 3.0
GR6260 5/8 10 15.8 3.0
GR7506 3/4 6 17.3 1.8
GR7508 3/4 8 17.3 2.4
GR7510 3/4 10 17.3 3.0

Répertoriées cULus pour des longueurs de 10 pi (3 m) seulement.

—
10
Tiges de M.À.L.T. en acier galvanisé

(Tiges en acier inoxydable également disponibles)

—
10
Tiges de M.À.L.T. en acier à revêtement de cuivre lié

Marqués de l’inscription « DB » (DB = direct burial)
Matériau: Cuivre

GROSSEUR NOMINALE
GROSSEUR DE TIGE 

(DIAMÈTRE NOMINAL X LONGUEUR)

NO DE CAT. (PO)        (PI)  MM M

5008 1/2 8 12.7 2.4
5010 1/2 10 12.7 3.0

6256 5/8 6 15.8 1.8

6258 5/8 8 15.8 2.4

6260 5/8 19 15.8 3.0

7508 3/4 8 17.3 2.4

7510 3/4 10 17.3 3.0
1010 1 10 25.4 3.0

Répertoriées cULus pour des longueurs de 10 pi (3 m) seulement.

—
10
Tiges sectionnelles de M.À.L.T. en acier 
à revêtement de cuivre lié

Marqués de l’inscription « DB » (DB = direct burial)
Matériau: Cuivre

GROSSEUR NOMINALE
GROSSEUR DE TIGE 

(DIAMÈTRE NOMINAL X LONGUEUR)

NO DE CAT. (PO)        (PI)  MM M

5008LS 1/2 8 12.7 2.4
5010LS 1/2 10 12.7 3.0

6258S 5/8 8 15.8 2.4

6260S 5/8 10 15.8 3.0

7508S 3/4 8 17.3 2.4

7510S 3/4 10 17.3 3.0
1010S 1 10 25.4 3.0

Répertoriées cULus pour des longueurs de 10 pi (3 m) seulement.

NO DE CAT. DESCRIPTION

15508SS Matrice de moletage pour usage avec les outils de 14 et 15 tonnes 
pour tiges de M.À.L.T. de 5/8 et 3/4 po.

240-31565-94 Outil manuel de moletage pour toutes les grosseurs de tiges de M.À.L.T.

—
Moletez les tiges de M.À.L.T. afin d’augmenter 
jusqu’à 20% la résistance à l’arrachement

NO DE CAT.
GAMME DE 

CÂBLES
CODE DE 
MATRICE CODE COULEUR

MATRICES 
POUR OUTILS 14 

ET 15 TONNES

IBG2-10 #2 AWG - 1/0 66 BLANC 15534SS

IBG20-40 2/0 - 4/0 76 BLEU 15512SS

Matériau : Cosse en cuivre, pince en acier

—
01
Connecteurs à pince-poutre 
de mise à la terre

NO DE CAT.

CALIBRES DE 
FILS (AWG 

OU KCMIL)
MATRICES 

D’INSTALATION*

DIMENSIONS (po)

B L P I

HDL 2 N #2 15508SS 1  1/2 5  1/4 3 13/16

HDL 1 N #1 15526SS 1  1/2 5  1/4 3 13/16

HDL 1/0 N 1/0 15530SS 1  1/2 5  1/4 3 13/16

HDL 2/0 N 2/0 15511SS 1  3/4 5  1/2 3 15/16

HDL 3/0 N 3/0 15532SS 1  11/16 5  3/16 3 1

HDL 4/0 N 4/0 15514SS 1  3/4 5  5/8 3 1  1/8

HDL 250 N 250 15517SS 1  3/4 5  5/8 3 1  1/4

HDL 300 N 300 15506SS 2  1/4 5  13/16 3 1  3/8

HDL 350 N 350 15503SS 2  5/16 6  9/16 3 1  9/16

HDL 500 N 500 15609SS 2  5/8 6  3/8 3 1  3/4

* Ces matrices peuvent être utilisées avec les outils à compression   
   TBM15CR-LI ou TBM15I. Veuillez noter que l’adaptateur 
   de matrices 15500-TB est requis pour l’utilisation avec ces outils.

—
11
Cosses robustes 
deux trous

CONFORME AUX

PRESCRIPTIONS 837-2014

Matériau: Cuivre

NO DE CAT. PRINCIPAL DÉRIVATION

MATRICES 
POUR 

OUTILS 14 ET 
15 TONNES COMPRESSIONS

CTP22N #6 mas.–#2 tor. #6 mas.–#2 tor. 15534SS 3
CTP202N #1 tor.–2/0 tor. #6 mas.–#2 tor. 15517SS 3
CTP2020N #1 tor.–2/0 tor. #1 tor.–2/0 tor. 15517SS 3
CTP25020N 3/0 tor.–250 kcmil #1 tor.–2/0 tor. 15506SS 3
CTP250250N* 3/0 tor.–250 kcmil 3/0 tor.–250 kcmil 15506SS 3
CTP500250N 300–500 kcmil 3/0 tor.–250 kcmil 15603SS 5
CTP50020N 300–500 kcmil #6 mas.–2/0 tor. 15603SS 5
CTP500500N** 300–500 kcmil 300–500 kcmil 15G121N 5

Ces matrices peuvent être utilisées avec les outils à compression TBM15CR-LI ou TBM15I. 
Veuillez noter que l’adaptateur de matrices 15500-TB est requis pour l’utilisation avec ces 
outils. *Peut être utilisé avec une tige de mise à la terre à revêtement de cuivre de 5/8 po 
(15,8 mm). La tige de terre doit être pré-sertie avec la matrice 15526SS pour se conformer 
à la norme IEEE 837-2014. ** Peut être utilisé avec une tige de mise à la terre à revêtement 
de cuivre de ¾ po (17,3 mm). La tige de terre doit être pré-sertie avec la matrice 15507SS 
pour se conformer à la norme IEEE 837-2014

—
09
Dérivations 
en « C »
« Heavy Duty »

Utilisé dans les 
postes électriques

CONFORME AUX

PRESCRIPTIONS 837

NO DE CAT.
TIGE DE M.À.L.T. 

(PO)
GAMME 

DE CÂBLES
MATRICES POUR OUTILS 

14 ET 15 TONNES

GR12-202 1/2 #2–2/0 AWG 15G121R
GR58-202 5/8 #2–2/0 AWG 15G121R
GR34-202 3/4 #2–2/0 AWG 15G121R
GR1-202 1 #2–2/0 AWG 15G121R
GR12-40250 1/2 3/0–250 kcmil 15G121R
GR58-40250 5/8 3/0–250 kcmil 15G121R
GR34-40250 3/4 3/0–250 kcmil 15G121R
GR1-40250 1 3/0–250 kcmil 15G121R
GR58-300500 5/8 300–500 kcmil 15G121R
GR34-300500 3/4 300–500 kcmil 15G121R
GR1-300500 1 300–500 kcmil 15G121R

Utilisez l’adaptateur 15500TB avec l’outil de 15 tonnes TBM15. Moletez les tiges de M.À.L.T. 
afin d’augmenter d’autant que 20% la résistance à l’arrachement.

—
08
Connecteurs à compression 
Figure 8 pour dérivation 
de tiges de M.À.L.T.

Approuvés pour pose en pleine terre
Matériau : Cuivre

CONFORME AUX

PRESCRIPTIONS 837

Utilisez l’adaptateur 15500TB 
avec l’outil de 15 tonnes 

TBM15.
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2-hour fire-rated boxes: UL263 listed 

Airtight installations boxes 

Device boxes Ceiling boxes Range & dryer boxes

Extensions & vapour barriers

—
by ABB

https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A0597&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A0596&LanguageCode=en&DocumentPartId=&Action=Launch
https://www.tnbmobile.ca/portal/elmarketingtools/wp-content/uploads/2022/04/microlectric-poster-2022-nopvc-1.pdf
https://search.abb.com/library/Download.aspx?DocumentID=7TKK001166&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=7TKK001167&LanguageCode=en&DocumentPartId=&Action=Launch


7Q U I CK- P O P D ISPL AY SO LU TI O N

—
Quick-Pop display solution

Wire mesh display units on wheels that allows you 
to hang or display our products without losing 
your floor space.

Different size shelves and hooks available leaving 
you hundreds of configuration options on both 
sides of the unit.

https://search.abb.com/library/Download.aspx?DocumentID=7tkk001394&LanguageCode=en&DocumentPartId=&Action=Launch


8 P O I NT- O F - S A LE S O LUTI O N S

—
Quick-Pop display solution

Side A
Color-Keyed

compression connector 
systems

Side B
Shrink-Kon heat-shrinkable 
tubing and accessories

Sta-Kon 
terminals and splices

Catamount 
cable ties

Shelves, hooks and dividers 
can also be mounted on 
perforated panels or slot 
walls*.

* Please validate weight restrictions when mounting on your own display unit.

https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A3105&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=7TKK001390&LanguageCode=en&DocumentPartId=&Action=Launch


9

 Ambiance

Q U I CK- P O P D ISPL AY SO LU TI O N

Side A 
Marrette 

wire connectors

Side B
Iberville 
roughing-in products

Side A
Color-Keyed

compression connector systems

Side B 
Blackburn 
mechanical connectors

https://search.abb.com/library/Download.aspx?DocumentID=7TKK001389&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A3106&LanguageCode=en&DocumentPartId=&Action=Launch


10 P O I NT- O F - S A LE S O LUTI O N S

Side A 
Red-Dot 

weatherproof products

Side B 
Red-Dot 
weatherproof products

Side A
Ty- Rap 

cable ties, M series

Side B 
Ty- Rap 
cable ties, MX series

https://search.abb.com/library/Download.aspx?DocumentID=7TKK001391&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=7TKK001392&LanguageCode=en&DocumentPartId=&Action=Launch


11M O R E D ISPL AY SO LU TI O NS

—
More display solutions

Ty-Duct 
cable trays

Shrink-Kon
heat-shrink tubing 

and insulation

Can be attached to a Quick-Pop display, 
mounted to slotted walls, or used as a 
free-standing unit. 360°

Counter display
lugs and terminals

https://search.abb.com/library/Download.aspx?DocumentID=9AKK108466A8802&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A3104&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=7TKK001393&LanguageCode=en&DocumentPartId=&Action=Launch


12 P O I NT- O F - S A LE S O LUTI O N S

—
Ideas for your gondolas

ABB's turnkey models can be used as 
a reference for your own shelving 
systems. 

Talk to your local ABB rep to see what 
solutions are best for your branch.
  

—
MARRETTE PRO-BLU wire 
connector display

—
IBERVILLE metal box display 

—
Product display ideas to fit a 4 foot 
and 8 foot slot wall.



13V I D EOS

—
Videos

Video - Marrette PRO-BLU
wire connectors

Video - Star Teck ST90
Teck 90 degrees fittings

Video - Carlon
non-metallic strain-relief fittings

Video - Ty-Rap
cable ties

Video - Iberville Snap-it 
non-metallic fittings

Video - Bullet Quick Connect
liquidtight fittings

Product videos for your branch displays or 
to share with customers. Less than one 
minute. Includes subtitles and sound. MP4 
format.

https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A7180&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A7227&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A7186&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A7184&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A7181&LanguageCode=en&DocumentPartId=&Action=Launch
https://search.abb.com/library/Download.aspx?DocumentID=9AKK108467A7185&LanguageCode=en&DocumentPartId=&Action=Launch


14 P O I NT- O F - S A LE S O LUTI O N S

—
Printed material
Catalogues

Documents representing the complete product 
range for ABB’s Installation Products division. 

Pocket catalogue

https://tnb.ca/en/pdf-catalogues/


15B R O CH U R E S A N D P U B L I C ATI O NS

ABB offers a variety of printed material on all our products. 
Ask your ABB rep to send you the PDF or printed documentation 
on the product you want.

—
Brochures

—
Leaflets

—
Guides

—
Printed material
Brochures and publications

Presenting PRO-BLU™

.

The true-blue Marrette®.

PRO-BLU™

The newest “twist” on wire connectors  
from the inventor  

of the original Marrette®.

—
Red Dot®
All-in-one  
electrical box,  
while-in-use cover  
and GFCI device kit
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— 
TH E I N NOVATI O N CO NTI N U E S 

Star Teck® ST90 series 90-degree Teck fittings 
A new twist on savings

Faster and simpler to install
ST90 series fittings incorporate everything  you need 
for 90-degree cable termination.  

The three components shown in photo 1 - Star Teck  
fitting, rigid elbow and sealing gasket - are an integral 
part of the ST90 fitting’s unique, one-piece design 
(photo 2). 

With less separate components to purchase and stock, 
ST90 fittings simplify product selection 
and SKU management.

Less space and cable required
The Canadian Electrical Code stipulates that where  
armoured cables are bent during installation, the bend 
radius of the inner edge of the cable shall be at least  
6 times the external diameter of the armoured cable.  
For shielded cable, the bend radius must be at least  
12 times the external diameter.

Photo 3 shows the additional space and cable  
required to accommodate a minimum bend radius  
in a code-compliant installation. A cable terminated 
with an ST90 fitting has a bend radius that is 80% 
to 90% smaller than that of corresponding cables 
(photo 4).
 
Photo 5 shows a cable installation infringing on minimum 
bend radius as stipulated by the CEC (above). Photo 6 
demonstrates the same termination done with an ST90 
series Teck fitting.

• Time saving
• Space saving
• Cable saving

Presenting the ST90 series, a new twist on your 
favourite Star Teck fittings, designed to save time,  
space and cable during installation. ST90 series
fittings incorporate all the features, reliability and 
performance you’ve come to expect from our  
Star Teck fittings in a 90-degree version.

1

3

5

2

4

6

—
Ty-Rap® 2022 Promo
The promo that becomes a backpack,
that becomes a seat for a snack.

Your backpack

A RTI CL E O R CH A P TER T ITL E 1

—
Cable Tray Technical Guide
A practical guide to product selection 
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Main Tap

Dies for TBM14M,  
13100A or TBM15I 

(compression) ABB Burndy Ilsco

1/0 str. – 250 kcmil
or 1/2 – 5/8 in. rod

1/0 str. – 2/0 str. 15G86R (1) 54860 YGHP29C2 GGC-2

3/0 str. – 250 kcmil 15G86R (1) 54865CK YGHP29C26 GGC-3

#6 sol. – #2 str. #6 sol. – #2 str. 15501A (1) 54875 YGHP29C29 GGC-4

250 – 500 kcmil
or 5/8 – 3/4 in. rod

 

#4 sol. – #2 str. 15G126R (1) 54885 YGHP34C2 GGC-5

1/0 str. – 2/0 str. 15G126R (1) 54890 YGHP34C26 GGC-6

3/0 str. – 250 kcmil 15G126R (1) 54895 YGHP34C34 GGC-7

350 – 500 kcmil 15G121R (3) 54900 YGHP34C29 GGC-8

Element A Element B

Element A 
to ground 

rod (in.)

*Element B  
to rebar  

(in.)
Dies for TBM14M,  
13100A or TBM15I ABB Burndy Ilsco

Cable to cable Cable to cable Element A Element B

#6 sol - #2 str. #6 sol. – #2 str. — — 15501A (1) 15501A (1) 54855L YGL2C2 GGA-1

#1 str. - 250 kcmil #6 sol. – #2 str.
 

1/2 – 5/8 
#3 rebar 3/8, thru 

1/2 in. #4 rebar 15501A (1) 15G86R (1) 54865L YGL29C2 GGA-2

#2 str. – 250 kcmil #2 str. – 250 kcmil  1/2 – 5/8
#3 rebar 3/8, thru 

1/2 in. #4 rebar 15G86R (1) 15G86R (1) 54875L YGL29C29 GGA-3

250 – 500 kcmil #6 sol.– #2 str. 5/8 – 3/4
#5 rebar 5/8, thru 

3/4 in.#6 rebar 15501A (1) 15G126R (1) 54885L YGL34C2 GGA-4

250 – 500 kcmil #2 str. – 250 kcmil 5/8 – 3/4
#5 rebar 5/8, thru 

3/4 in. #6 rebar 15G86R (1) 15G126R (1) 54895L YGL34C29 GGA-5

250 – 500 kcmil 250 – 500 kcmil 5/8 – 3/4
#5 rebar 5/8, thru 

3/4 in. #6 rebar 15G121R (3) 15G121R (3) 54900L YGL34C34 GGA-6

* CSA not applicable. Use 15500TB adaptor for 15-Ton Tool TBM15I.

Ground Rod 
in. (mm) Cable Range

Dies for TBM14M,  
13100A or TBM15I

ABB Burndy IlscoElement A Element B

1/2 (12.7) 250 – 500 kcmil 15G121R 15G86R 54855LR12* YGLR29C12 GGB-1

1/2 (12.7) 2 AWG – 250 kcmil 15G121R 15G126R 54885LR12* YGLR34C12 GGB-5

5/8 (16.0) 250 – 500 kcmil 15G121R 15G86R 54865LR58* YGLR29C58 GGB-2

5/8 (16.0) 2 AWG – 250 kcmil 15G121R 15G126R 54895LR58* YGLR34C58 GGB-6

3/4 (19.1) 250 – 500 kcmil 15G121R 15G86R 54875LR34* YGLR29C34 GGB-3

3/4 (19.1) 2 AWG – 250 kcmil 15G121R 15G126R 54900LR34* YGLR34C34 GGB-7

1 (25.4) 250 – 500 kcmil 15G121R 15G86R 54910LR100 YGLR29C100 GGB-4

1 (25.4) 2 AWG – 250 kcmil 15G121R 15G126R 54920LR100 YGLR34C100 GGB-8

* Tin-plated version available for galvanized ground rods. Add suffix -TP to Cat. No.

Ground rod 
(in.) Cable Range

Dies for TBM14M,  
13100A or TBM15I 

(compression) ABB Burndy Ilsco

1/2 2 AWG - 2/0 AWG 15G121R (2) GR12-202 YGHR26C12 RLT-2

5/8 2 AWG - 2/0 AWG 15G121R (2) GR58-202 YGHR26C58 RLT-3

3/4 2 AWG - 2/0 AWG 15G121R (2) GR34-202 YGHR26C34 RLT-4

1 2 AWG - 2/0 AWG 15G121R (2) GR1-202 YGHR26C100 RLT-10

1/2 3/0 AWG - 250 kcmil 15G121R (2) GR12-40250 YGHR29C12 RLT-5

5/8 3/0 AWG - 250 kcmil 15G121R (2) GR58-40250 YGHR29C58 RLT-6

 3/4 3/0 AWG - 250 kcmil 15G121R (2) GR34-40250 YGHR29C34 RLT-7

1 3/0 AWG - 250 kcmil 15G121R (2) GR1-40250 YGHR29C100 RLT-11

5/8 300 - 500 kcmil 15G121R (2) GR58-300500 YGHR34C58 RLT-8

3/4 300 - 500 kcmil 15G121R (2) GR34-300500 YGHR34C34 RLT-9

1 300 - 500 kcmil 15G121R (2) GR1-300500* YGHR34C100 RLT-12

• Color-Keyed®
• Blackburn® 
• EZGround®

Blackburn 
Mechanical connectors

EZGround 
Grounding systems

Main Tap

Dies for  
14 & 15 ton  

(compression) ABB Burndy

#6 – #2 str. #6 – #2 str. 15534SS CTP22N YGHHC2C2

#1 – 2/0 str. #6 – #2 str. 15517SS CTP202N —

#1 – 2/0 str. #1 – 2/0 str. 15517SS CTP2020N YGHHC26C26

3/0 – 250 str. #1 – 2/0 str. 15506SS CTP25020N YGHHC29C26

3/0 – 250 str. 3/0 – 250 str. 15506SS CTP250250N YGHHC29C29

300 – 500 str. 3/0 – 250 str. 15603SS CTP500250N YGHHC34C29

300 – 500 str. #6 – #2 str. 15603SS CTP50020N YGHHC34C26

300 – 500 str. 300 – 500 str. 15G121N CTP500500N YGHHC34C34

 These dies may be used with the TBM15CR-LI or TBM15I compression tools. Please note that the die 
adapter 15500-TB is required for use with these tools.

MEETS

837-2014 REQUIREMENTS

—
C-Taps  
Heavy Duty

Rod size (in.) ABB Burndy Ilsco

1/4 TBGS14 GSTUD14HY SGS-14

3/8 TBGS38 GSTUD38HY SGS-38

5/8 TBGS58 GSTUD58HY SGS-916

3/4 TBGS34 GSTUD34HY SGS-34

—
Type TBGS
Structural  
Grounding Studs

Wire size

Dies for  
14 & 15 ton  

(compression) ABB Burndy

#2 15508SS HDL 2 N YGHA2C2N

#1 15526SS HDL 1 N —

1/0 15530SS HDL 1/0 N YGHA252N

2/0 15511SS HDL 2/0 N YGHA262N

3/0 15532SS HDL 3/0 N YGHA272N

4/0 15514SS HDL 4/0 N YGHA272N

250 15517SS HDL 250 N YGHA292N

300 15506SS HDL 300 N YGHA302N

350 15503SS HDL 350 N YGHA312N

500 15609SS HDL 500 N YGHA342N

*These dies may be used with the TB M15CR-LI or TBM15I compression tools. Please note that the die 
adapter 15500-TB is required for use with these tools.

MEETS

837-2014 REQUIREMENTS

—
Heavy-Duty Two-Hole  
NEMA Lugs

Main Tap

Dies for 
TBM14M. 

13100A,TBM15I  
(compression) ABB Burndy Illsco

#6 sol. – #2 str. #6 sol. – #2 str. HBKC (1) CTP22 YGHC2C2 ELT-1

#1 str. – 2/0 str. #6 sol. – #2 str. 15501A (1) CTP202 YGHC26C2 ELT-4

#1 str.  – 2/0 str. #1 – 2/0 str. 15501A (1) CTP2020 YGHC26C26 ELT-2

3/0 str. – 250 kcmil #6 sol.  – 2/0 AWG 15G86R (1) CTP25020 YGHC29C26 ELT-5

3/0 str. – 250 kcmil 3/0 str. – 250 kcmil 15G86R (1) CTP250250 YGHC29C29 ELT-3

300 – 500 kcmil 3/0 – 250 str. 15G121R (2) CTP50020 YGHC34C26 ELT-7

300 – 500 kcmil #6 – #2 str. 15G121R (2) CTP500250 YGHC34C29 ELT-6

300 – 500 kcmil 300 – 500 str. 15G121R (3) CTP500500 YGHC34C34 ELT-8

 

—
C-Taps 
Ground connectors

Range for equal  
Main and  Tap ABB Burndy Panduit llsco

10 str. – 12 sol. 9H KS90 SBC9SC IK-10 (8 – 16 AWG)

8 str. – 10 sol. 8H KS15 SBC8C IK-8 (10 – 16 AWG)

6 sol. – 8 sol. 6H KS17 SBC6SC IK-6 (6 – 10 AWG)

4 sol. – 8 sol. 4H KS20 SBC4C IK-4

2 sol. – 6 sol. 2H KS22 SBC2C IK-3

2 str. – 6 sol. 1H KS23 SBC10S IK-2

1/0 str. – 4 sol. 10H KS25 SBC1/0 IK-1/0

2/0 str.– 2 sol. 20H KS26 SBC20S IK-2/0

250 kcmil – 1 str. 40H KS28 SBC40S IK-4/0

350 – 250 kcmil 350M KS31 SBC350 IK-350 (350 – 4/0)

500 – 400 kcmil 500M KS34 SBC500 IK-500 (500 – 250)

750 – 600 kcmil 750M KS39 SBC750 IK-750 (750 – 350)

1000 – 800 kcmil 1000M KS44 SBC1000 IK-1000

—
Type H - 
High strength split-bolt connectors - Cu to Cu

Conductor range (AWG or kcmil)  
Range for equal Main and Tap ABB Burndy Panduit llsco

6 – 10 str. APS06 KSA6 SBA6C AK6

4 – 10 str. APS04 KSA4 SBA4C AK4

1/0 – 4 str. APS11 KSA1/0 SBA1/0Q AK1/0

2/0 – 4 str. APS21 KSA2/0 SBA2/0Q AK2/0

4/0 – 2 str. APS41 KSA4/0 SBA4/0Q AK4/0

350 kcmil – 4 str.* APS350 KSA350 SBA3501 AK350 (350 – 4/0)

500 kcmil – 2 str.* APS500 KSA500 SBA5001 AK50 (500 – 250)

*Square Head design CSA not applicable.

—
Type APS - 
Aluminum dual-rated split bolts - Al and Cu

—
Figure 6 
Compression ground tap connectors

—
Figure 6 to 6 
Compression ground grid connectors

—
Figure 6 to 8 
Compression ground rod to grid connectors

—
Figure 8 
Compression ground rod tap connectors

Conductor range
ABB Burndy Panduit llscomax. min.

6 str. 14 AWG ADR6 KA6U LAMA6 - 14Q TA6

2 str. 14 AWG ADR2 KA2U LAMA2 - 14Q TA2

1/0 str. 14 AWG ADR11 KA25U LAMA2A 1/0 - 14Q AU-0

2/0 str. 14 AWG ADR21 KA26U LAMA2/0 - 14Q TA2/0

250 kcmil 6 str. ADR25 KA29U LAMA250 - 56Q TA-250

300 kcmil 6 str. ADR30 KA30U LAMA2A250 - 56Q AU-250

350 kcmil 6 str. ADR35 KA31U LAMA350 - 38Q TA-350

600 kcmil 2 str. ADR60 KA36U LAMA600 - 38 - 6 TA-600

800 kcmil 300 kcmil ADR80 KA40U LAMA800 - 58 - 6 TA-800

1000 kcmil 500 kcmil ADR99 — — —

—
Type ADR - 
Single conductor - Al and Cu

Conductor range
ABB Burndy llscomax. min.

10 AWG 14 AWG STC1014* KPA8C SLS-25

6 str. 14 AWG STC0614 KPA8C SLS-35

4 str. 14 AWG STC0414 KPA4C SAS-70

2 str. 8 str. STC0208 KPA4C SLS-70

1/0 str. 2 str. STC1102 KPA25 SLS-125

3/0 str. 4 str. STC3104 — SLS-175

4/0 str. 2 str. STC4102 KPA28 SLS-225

350 kcmil 1/0 str. STC3511 — SLS-300

500 kcmil 1/0 str. STC5011 KPA34 SLS-400

1000 kcmil 600 kcmil STC9960 — SLS-650

*CSA not applicable.

—
Type STC - 
Copper single conductor - Cu to Cu (Straight tang)

Direct current Grounding bounding Bolt hole ABB Burndy

190 A 600 A 7/16 FBD12-1 BD12N

190 A 600 A 7/16 FBD16-1 —

190 A 600 A 7/16 FBD18-1 BE12N

340 A 1200 A 9/16 FBE12-1 —

340 A 1200 A 9/16 FBE16-1 B4D12N

340 A 1200 A 9/16 FBE18-1 —

415 A 2000 A 9/16 FBG12-1 —

415 A 2000 A 9/16 FBG16-1 —

415 A 2000 A 9/16 FBG18-1 —

—
Flexible braid 

Conductor range stranded (AWG/mm2) Short stud, 1 conductor Short stud, 2 conductors

max. min. ABB Burndy Panduit Ilsco ABB Burndy Panduit Ilsco

8 AWG/6mm2 12 AWG/4mm2 SP0SS KC15 SP18C SPSS0 SP0DS K2C15 SP28C SPDS0

7 AWG/10mm2 10 AWG/6mm2 SP1SS KC17 SP17C SPSS1 SP1DS K2C17 SP27C SPDS1

5 AWG/16mm2 10 AWG/6mm2 SP2SS KC20 SP14C SPSS2 SP2DS K2C20 SP24C SPDS2

3 AWG/25mm2 10 AWG/6mm2 SP3SS KC22 SP13C SPSS3 SP3DS K2C22 SP23C SPDS3

1 AWG/35mm2 8 AWG/6mm2 SP4SS KC23 SP12C SPSS4 SP4DS K2C23 SP22C SPDS4

1/0 AWG/50mm2 2 AWG/35mm2 SP5SS KC25 SP11/0L SPSS5 SP5DS K2C25 SP21/0L SPDS5

2/0 AWG/70mm2 1 AWG/35mm2 SP6SS KC26 SP12/0Q SPSS6 SP6DS K2C26 SP22/0Q SPDS6

4/0 AWG/95mm2 1/0 AWG/70mm2 SP8SS KC28 SP14/0Q SPSS8 SP8DS K2C28 SP24/0Q SPDS8

350 AWG/150mm2 1/0 AWG/70mm2 SP9SS KC31 SP135012 SPSS9 SP9DS K2C31 SP235012 SPDS9

500 AWG/240mm2 3/0 AWG/95mm2 SP10SS KC34 SP10SS SPSS10 SP10DS K2C34 SP250012 SPDS10

—
Type DS - 
Service post connectors - Cu to Cu

Conductor range

ABB Burndy Panduit llscomax. min.

10 AWG 14 AWG BTC1014* KLU25 CB25-18C SLU25

6 str. 14 AWG BTC0614 KLU35 CB35-36C SLU35

2 str. 8 str. BTC0208 KLU70 CB70-14-C SLU70

1/0 str. 2 str. BTC1102 KLU125 CB125-14-Q SLU125

3/0 str. 4 str. BTC3104 KLU175 CB175-38-Q SLU175

4/0 str. 2 str. BTC4102 KLU225 CB225-56-Q SLU-225

350 kcmil 1/0 str. BTC3511 KLU300 — SLU-300

500 kcmil 1/0 str. BTC5011 KLU400 CB400-38-3 SLU-400

1000 kcmil 600 kcmil BTC9960 KLU650 CB650-12-3 SLU-650

*CSA not applicable. 

—
Type BTC - 
Copper single conductor - Cu to Cu (Offset tang)

—
Quick reference guide
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We reserve the right to make technical changes or modify 
the contents of this document without prior notice. We 
reserve all rights in this document and in the subject 
matter and illustrations contained therein. Any 
reproduction, disclosure to third parties or utilization of 
its contents – in whole or in parts – is forbidden without 
prior written consent of ABB.

Copyright© 2023 ABB. All rights reserved.

—
ABB Electrification Canada Inc.
Installation products
700, Thomas avenue
Saint-Jean-sur-Richelieu, Quebec J2X 2M9
+1 800 362 2952

tnb.ca.abb.com




